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2018 International Fire Codes. 2018 IFC section 319 (Mobile Food Prep. Vehicles)

Trucks and Trailers (MFU’s).

e 10 feet between other MFU'’s, vehicles or buildings. Towing vehicles disconnect and park away
from event. NFPA 96

* No smoking sign near serving window and any LP tank mounting location. Contrast with the
MFU base color. 2018 IFC Section 310

e Fire Apparatus access 20 feet must be maintained with any events or multiple MFU’s. 2018 IFC
section 503, 503.2.1

¢ Do not obstruct or block and fire hydrant or fire department connections. At least 3 feet
circumference. 2018 IFC 507.5.4, 507.5.5 and 3106.2.3.1

¢ Minimum 1- 5 Ib. 2A/10 BC fire extinguisher hung per Fire Code and NFPA standards. Not
required if the generator fire extinguisher 5 Ib. 3A/40BC is on site hung per Fire Code and NFPA.
2018 IFC section 906, 3105.9 and NFPA 10

On Board Cooking.

Any cooking operations giving off grease laden vapors will be required to have a type 1 hood and fire
hood suppression system and maintained in accordance with Fire Code and NFPA standards. Services by
licensed contractors with credentials provided. Retain the documents for 3 years with the MFU.

¢ Type 1 hood required for food prep giving off grease laden vapors. 2018 IFC 319.3 in accordance
with section 607.

e Fire suppression system required for cooking equipment. Horn Strobe required. 2018 IFC
319.4.1 in accordance with section 904.12.

e Type 1 hood inspections and cleaning every 6 months, every 3 months if charbroiling and every
month if using solid fuels. 2018 IFC section 319 and 607

e Fire suppression systems have to be inspected and serviced every 6 months. 2018 |FC section
319, 904, 904.14.1, 901.6.1 and NFPA 17A

e Fire suppression system must shunt electric and /or gas appliances under the hood once
activated. 2018 IFC 904.12.2

e Cooking oil must not exceed 120 gallons of aggregate volume, not be susceptible for toppling
over and separated from cooking operations or other ignition sources. 2018 IFC 319.6

e Class K fire extinguisher for cooking operations giving off grease laden vapors or solid fuel
cooking operation. Hung per Fire Code and NFPA standards. 2018 IFC section 906 and NFPA 10

Liquid Propane/ Flammable/Combustible Liquids.

e LP-No more than 200 Ibs. on site safely secured to the MFU in the upright position. 2018 IFC
319.8.1



LP cylinder connections and gas line connections to be checked for leaks before every use with
soapy water solution in spray bottle. NFPA 96 and 2018 IFC 102.9
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e Annual inspection by qualified, approved agency or company registered with US DOT of the gas
pipes, tanks and connections. 2018 IFC 319.10.3
e Carbon Monoxide detector required in the MFU. 2018 IFC 915.1
* Propane detector required in MFU if using LP gas. 2018 IFC 319.8.5 and NFPA 96
¢ NFPA 704 or LP placard required for LP gas operations. Mounted or stickered on or around the
LP cylinders. 2018 IFC 5003.5
e Flammable/Combustible liquids contained in approved safety containers. Containers kept off
site. 2018 IFC5704.3.1.1
e No Smoking sign. 2018 IFC section 310 and 5003.7.1
Generators.

10 ft. minimum from buildings and other combustibles. 20 ft. from tents. 2018 IFC 3106.6.2 and
3107.16

Carbon Monoxide detector required inside MFU. 2018 IFC 915.1

1 -5 1Ib. 3A/40BC fire extinguisher hung per Fire Code and NFPA standards. 2018 IFC section 906
and NFPA 10

Extra Gasoline in approved safety containers kept off site. 2018 IFC 5704.3.1.1

To be secured from the public with cones, fencing, etc. 2018 IFC 3106.6.2

No smoking sign visible to patrons. 2018 IFC Section 310



